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MSKMP Series 150 — 292mm (Riga Flow alternative)
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Particle sizes (not true to scale)

Applications Classification

For fine dust filtration in heating ventilation and air = Filter class M6

conditioning devices and plants of all kinds: )
= Filter class F7

= Offices, hospitals, public buildings, retail outlets = Filter class F8

= Pharmaceutical, mechanical and food industries ® Filter class F9

Versions Characteristics

= Frame type: Galvanized Steel = Tested according to EN 779

= Micro Glass Fibre

= Seperators Hot Melt

= Expanded Galvanized Steel Grill
= Gasket Continous Polyurethane
= Operating Temperature 80 °C

= Final Pressure Drop 450pa

Performance Details - Mé

Part Number Filter Width Height Depth Media Airflow Pressure

Class (mm) (mm) (mm) Area (m2) [ (m3/h) Drop (Pa)
MSKMP-287/592/150-6GN M6 287 592 150 7.50 1700 80
MSKMP-492/592/150-6GN M6 492 592 150 125 2800 80
MSKMP-592/592/150-6GN M6 592 592 150 15.0 3400 80
MSKMP-287/592/292-6GN M6 287 592 150 7.50 1700 80
MSKMP-492/592/292-6GN M6 492 592 150 125 2800 80
MSKMP-592/592/292-6GN M6 592 592 150 15.0 3400 80
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Performance Details - F7
Part Number Filter Width Height Depth Media Airflow Pressure
Class (mm) (mm) (mm) Area (m2) (m3/h) Drop (Pa)
MSKMP-287/592/150-7GN F7 287 592 150 7.50 1700 100
MSKMP-492/592/150-7GN F7 492 592 150 12.5 2800 100
MSKMP-592/592/150-7GN F7 592 592 150 15.0 3400 100
MSKMP-287/592/292-7GN F7 287 592 150 7.50 1700 100
MSKMP-492/592/292-7GN F7 492 592 150 12.5 2800 100
MSKMP-592/592/292-7GN F7 592 592 150 15.0 3400 100
Performance Details - F8
Part Number Filter Width Height Depth Media Airflow Pressure
Class (mm) (mm) (mm) Area (m2) [ (m3/h) Drop (Pa)
MSKMP-287/592/150-8GN F8 287 592 150 7.50 1700 120
MSKMP-492/592/150-8GN F8 492 592 150 12.5 2800 120
MSKMP-592/592/150-8GN F8 592 592 150 15.0 3400 120
MSKMP-287/592/292-8GN F8 287 592 150 7.50 1700 120
MSKMP-492/592/292-8GN F8 492 592 150 12.5 2800 120
MSKMP-592/592/292-8GN F8 592 592 150 15.0 3400 120
Performance Details - F9
Part Number Filter Width Height Depth Media Airflow Pressure
Class (mm) (mm) (mm) Area (m2) (m3/h) Drop (Pa)
MSKMP-287/592/150-9GN F9 287 592 150 7.50 1700 150
MSKMP-492/592/150-9GN F9 492 592 150 12.5 2800 150
MSKMP-592/592/150-9GN F9 592 592 150 15.0 3400 150
MSKMP-287/592/292-9GN F9 287 592 150 7.50 1700 150
MSKMP-492/592/292-9GN F9 492 592 150 12.5 2800 150
MSKMP-592/592/292-9GN F9 592 592 150 15.0 3400 150
Other sizes available on request
Concept Filter Products Ltd.
Unit 5 Bredbury Court Telephone: 0161 406 5050 sales@cfpdirect.co.uk
Ashton Road, Bredbury, Stockport SK6 2QB Fax: 0161 406 5051 www.cfpdirect.co.uk

All information, images and pictures are property of Concept Filter Products Ltd. and are provided to the best knowledge. However Concept Filter Products Ltd. does not guarantee the completeness or
correctness and cannot be held responsible for damages caused by the recipient’s usage or his confidence in the completeness or correctness of the information. The stated data contains average values with tolerances as
a result of production irregularities; therefore it does not relieve the recipient of own examination and tests. For the correctness of the information in particular cases, an explicit and written affirmation through Concept Filter
Products Ltd. is required. Furthermore, the data serves as a service description and cannot be interpreted as warranted properties or durabilities.
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